HD Video Capture
Quick Start Guide

Thanks for purchasing ezcap283/283s HD Video Capture. The following guides you how to set up.
Hope this device will bring you nice digital experience.

With this ezcap283 HD Video Capture, you can capture up to 1080P video from HDMI ,Ypbpr

(component) or composite port, such as blue ray, set-top-box, computer, game box, VHS, etc. There
is schedule record function for ezcap283s.

Features/ports and buttons:
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1. PWR—DC 5V power supply.
2. HDMI IN—HDMI input.

3. CVBS input.



4. Audio R input.

5. Audio L input.

6. Y signal of component input.
7. Pb signal of component input.

8. Pr signal of component input.

9. HDMI OUTPUT—BY pass the input video source to monitor.

10. IR remote receiver.

11. REC BUTTON—Press to record, press again to stop recording.

12. 720/1080—To change the recorded quality between 720P and 1080P.

13. SOURCE—For select the input source between composite, component and HDMI.

NOTE: For ezcap283s the 11/12/13 three
buttons will be moved on the top of product,
the functions are same:
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14. IR-EX—For connect the expand cable for IR remote.

15. HOST—For connect USB flash or HDD to saving recording video file.

16. LINE OUT—Line out.

17. MIC—Microphone input.

18. MIC VOLUME—TO adjust the microphone input volume.

For the LED on the top panel:
POWER—Turns on when powered.

REC—Turns on when recording.




1080P/720P—Shows the recording quality between 1080p and 720p, controlled by 720/1080 button.
HDMI/YPBPR/CVBS—Shows the input source (both two LED on means CVBS input), controlled by
source button.

Remote controller:
REC/STOP—Start and stop recording.

720P—Change record quality to 720P, only effect when
Input source is more than 720P

1080P—Change record quality to 1080P, only effect
when input source is 1080P

CVBS/YPbPr/HDMI—Select input source.

SNAPSHOT—To capture one still image with one press
Won'’t work during recording.

HD CAPTURE

Connections:
Ezcap283 have 3 input modes: HDMI, component, composite. And it will automatically recognize the
input video source, and you can also select it with “SOURCE” button if you connect more than two

source at same time.

Connect with HDMI input source:



5

IR 72001080 HOST ‘ '
OO0 0o B8 =
O O O =
REC SOURCE IR-EX LINE OUT MIC VOLUME

HImodidd

Pr Pb R CVBS

— 000000 —

HDMIH‘PUT ANV INPUT HUMTUT

s 1

Connect power with DC adaptor

2, Plug an USB disk.
3, Use HDMI cable connect HDMI camera or other source.
4, With HDMI cable connect to monitor

5, The “LINE OUT” is for connect to speaker or earphone, it's not necessary if you don’t need, cause
the HDMI output also with audio output.

6, You can connect your microphone to record your comment when play game, it's not necessary only
if you need it.

Connect with Ypbpr component video source (such as DVD player, PS3. Etc):



I 72001080 HEST ‘
M

OO0 o Ho8 =

REC SOURCE IR-EX LINEQUT MIC VOLUME

4IMod/iad

Pr Fb ] CVBS

— OO000O0O0 —

HOM | et PUT AV INPUT HDMI INPUT

W

1, Use the adapter cable in the package to connect component (red, blue, green), just don’t mixed the
red with the audio cable (the audio cable red and white will be separated with component)

2, The other connection will total same as HDMI connection above.

Note: For PS3 connect, you also need to do following settings:
Go to the settings---Video output settings, choose “Component/D-Terminal”:

% Video Output Settings

Select the type of connector on your TV,

HOM

Component / D-Terminal

c

Turn on the connected device. If a blank screen is displayed for more than 30 seconds, turn the PS3™ system off and then turn it on again.

O Cancel

At the resolutions setting, make sure the “1080P” option is NOT be ticked, otherwise some game
play (e.g. GT5) cannot be recorded by ezcap283:



O Video Output Settings

Select all resolutions that are supported by your TV

If the resolution is not correct, the screen will go blank. After 30 seconds the system will go back to the previous screen

[1 Test Display X Enter O Cancel

Connect with composite video source (such as camera, VHS, V8, Hi8, Etc):
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1, Connect the composite (yellow cable and red white audio cable) to your video source with the
adapter cable come with the package.

2, The other connections are all same as HDMI input connections above.

After connection is ready (no matter composite, component, or HDMI),you should see the pass
through video on the screen. You will see the green power indicator on.



The 720P/1080P quality LED will shows on 1080P default if the input source is 1080P, means on
1080P file recording, you can press the “720/1080” button to set it to 720P, then the 720P LED shows
on, means the recorded file will be 720P. If the input source is under 1080P, then the LED only shows
on 720P, and the “720/1080” button will not take effect, means only record 720P or under 720P file
(base on input quality). Record quality also can set by remote controller.

The source LED (HDMI/YPbPr/CVBS) will on according the input source (both on for CVBS). Both
LED will be flash if there is no video input or the input video with problem. You can press “source”

button or remote controller to set the input source if there is more than two source at same time.

To record video is very simple --- press the record button (or remote controller), then you will see the
REC indicator turns on, it means now recording.

Use SNAPSHOT button of remote controller, you can get a still image by one press, but it is only work
when NOT recording.

Recording comments during video recording: If you connect a Microphone to MIC port, you can
record comments with video, and you can adjust the volume by the switch.

There are several reasons for no actions when press record button, you may need check:

1, The input video source disconnected.

2, The USB flash is out of memory.

3, The format for USB flash is not suitable, e.g. exFAT. Ezcap283 support FAT, FAT32, and NTFS.
4, The USB flash is not connected well.

5, The USB flash is not ready, normally, it will take 4~8 seconds after plug it on.

To stop recording, just press the button again, will see REC indicator flash few seconds then turns off,
means the record is stop, now you can take off your USB flash.

Note: please do not take the memory off when the indicator is flashing. The recording will
automatically stop if the USB flash out of space.

After stop recording, connect the USB flash to computer will see the recorded files: for 1080P
recording, file will be Encode_1080P_1, for 720 or 480p recording, file will be Encode_1.

Every record/stop operation will create a different recording file: Encode_1080P_1, Encode_1080P_2,
Encode_1080P_3... and so on.

The max size per file will be around 1.95GB (around 15 minutes for 1080p video), when you record a
video more than 1.95GB(15 minutes), ezcap283 will partition it in more than 1 file, for example: if you
record a 45 minutes 1080p video by one click recording, you will see 3 files: Encode_1080P_1,
Encode 1080P_1 1, Encode 1080P_1 2...and so on

Sometimes you may find that some recorded video with problems, like: skip. It may caused by you
are using a USB flash on NTFS format, and you haven't click “safety remove” the device when
disconnect from computer (especially for USB HDD, if not safety remove, may caused serious



problem). You can try to format it to FAT32 if that problem keeps happen.

Schedule setting for ezcap283s:

(If you got is ezcap283, skip this chapters)

The schedule function for ezcap283s is operated by a LCD screen and 5 buttons.

You can set schedule based one day or in a week, one day task only execute one time, week task will
be repeat executed.

2015/04/16 14:35
w[0/0] d[1] Thu
O OO0 O

Y SOURCE [0 SETTING

The default of screen we can see two lines: First line is current date and time.
For the second line of default menu:

WI[0/0]: The “w” means week, this menu shows how many task in a week ( week schedule). The first
“0” means if there is task today, “0” means no task, “1” means with task today. The second “0” means
how many task in a week, numbers between “0~7”, 0 means no task in a week, 3 means there is 3
days with task in a week, 7 means 7 days all with task a week.

d[1]: The “d” means day, this menu shows if there is a day task, “0” mean no, “1” means yes.

Thu: Shows the day of the week.

Normally the current date and time is set right in factory. But if it need be reset,
you can do as following:

1, Long press the setting (more than 3
seconds), you will see the setting

2015/04/16 Thu
The first flash character will be at the RTC : 1 5 : 0 6 : 5 6

year “2015”, use up & down ¥
to set it.

REC 720/1080 = >

T,

Then use left and right button <4 # O (:) ") <u> (D
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Y SOURCE [0 SETTING



to month or date or time, and set them.

Press setting button after setting down.

The screen will shows default menu.

Setting week schedule task:

Short press “SETTING” button, will come up following screen:

Schedule:

00:01-00:02 ThuO
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Setting day schedule task:

Day schedule task only execute one time in a specified day.
Short press “SETTING” button two times, will come up following screen:

“work:01/01 00:00” 01/01 is date, 00:00 is

time. “work” means the time start from.

“stop:01/01 00:00” “stop” mean the time

stop at.

Firmware and others:

1, Update firmware: you maybe need

00:01-00:02 shows the start and end
time for recording, use up/down and
left/right button to set it.

ThuO: The “Thu” mean the date of
week, when use left/right button to
flash here, we can change it from Mon
(Monday) to Sun(Sunday). The “0” is
for if the task is turns on for the day.
There are three options “0”, “R” “-*

“0” means one time execute

“-“ means not execute.

‘R’ means repeat execute

For example: if you set Mon-, TueO,
WedR, ThuR, Fri-, Sat0, Sun0. Then
mean Monday Friday no recording
task. Tuesday, Saturday, Sunday with
recording task, but only execute one
time. Wednesday Thursday with task
and will execute repeat every week.

work:01/01 00:00
stop: 01/01 00:01
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update firmware for this device for some reason. Copy the firmware file in to USB disk or SD card,



power off the device (unplug power jack), plug USB disk to device, power on, the indicator will flash
7~8 seconds, and become blue, it means the update is finished.

2, After long time using, you will see the number of recording file become too big, for example
Encode_1080P_234, but you want it be start from Encode_1080P_0, to do it you just keep press
record button (before power on), then plug the power jack to power on the device, after 3 seconds,
the file number will start from 0.

3, Change the date: you may find out that the date of the recorded file is not synchronous with your
local time. To change the time of ezcap281, you need create a TXT file name “rtc_setup” (It should be
in including software CD) , type your local date and time with following format (for 2014 July 31
11:00:00):

[:2014

17

/:31

[:11

/:00

/:00

/.0
Should be exactly same format as it (first line be year, second line be month..etc, end with /:0 , each
line with start “/:”), and save it.
Then copy the rtc_setup file to a SD card or USB flash, connect to ezcap281 then power on, then the
time is set ready.

Edit/Convert recorded files:

The ezcap283/283s come with a video edit software—Arcsoft ShowBiz 3.5, you can edit your video
file with it.

After install it on computer, and open it.

1, You can combine two or more video in one, just drag them into Showbiz:
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3, Click “Produce” after editing, you can create DVD or upload video to YouTube:



4, Please click “Create file” to create multiple files for different devices, such as apple, PSP, mobile
phone, etc:

>(rvafe File

’\ Create DVD

DVD

Create File Video Output:
MP4

(V) ArcSoft H264 Codec, 640x480,
30.00fps, 2048Kbps

(A) ArcSoft AAC Codec, 128Kbps,
44100Hz




Specifications:

Connections

Interface

USB 2.0 Host

Video Input

Digital: HDMI

Analog: Component Video, Composite Video

Audio Input

Digital: HDMI

Analog: 3.5mm MicroPhone In, RAC L/R input

Note: Microphone without pass through fo HDMI input

Video Output

Digital: HDMI (Pass-through from HDMI or Component or Composite Input)

Audio Output

Digital: HDMI (Pass-through from HDMI or RCA L/R Input)

Analog: 3.5mm Stereo (Pass-through from HDMI or RCA L/R Input)

Applicable Connections with Game Consoles

HDMI Industry HD camera, HD Medical endoscope, TV, gameplay, etc
Component TV, gameplay, etc
Composite Industry camera, Medical endoscope, TV, gameplay, etc

Note: HDCP contents cannot be recorded.

Hardware Extra

Codec

Hardware H.264 encoder

User Interface

Record button, 720p/1080p switch button, source change button. Ezcap283s with 5
more buttons for setting time and schedule

LED indicator for working status. Ezcap283s with LCD screen for show time and
schedule status

infrared receiver and 3.5mm expand port for remote controller

Volume adjust button for microphone

Dimensions

155(L) x 92(W) x 27(H) mm  ezcap283s: 155 x 92 x 30

Weight

3659




Package Contents

Device ezcap283/283S HD Video Capture

DC adaptor, USB cable, remote controller, remote expand cable, Software CD,
Others

Manual
Standards

Storage Media

USB Flash Disk, Portable Hard Disk

Max Capacity: USB / 2T

Note: The exFAT format is not supported.

Resolution

Input / Pass-through:

720 x 480 (60p), 720 x 576 (50p), 1280 x 720p (50p), 1280 x 720p(60p), 1920 x 1080
(50i), 1920 x 1080 (60i), 1920 x 1080 (24p), 1920 x 1080 (25p), 1920 x 1080 (30p),
1920 x 1080 (50p), 1920 x 1080 (60p)

Capture:

720 x 480 (60p), 720 x 576 (50p), 1280 x 720p (50p), 1280 x 720p(60p), 1920 x 1080
(50i), 1920 x 1080 (60i), 1920 x 1080 (24p), 1920 x 1080 (25p), 1920 x 1080 (30p),
1920 x 1080 (25p), 1920 x 1080 (30p)

Note: Up scaling is not supported.

Record Format

Video: MP4, Audio: AAC Stereo

Record Quality

Max: 18Mbps@1080P 30fps

Record File

Max: 2GB / Per File, With RTC (Real Time Clock)

Record Place

Max: 140MB / Minute, 8.4GB / Hour

Power Supply USB DC 5V /2A

Applications

Software Arcsoft Showbiz

Video Editing Timeline / Storyboard edit, Split / Divide Scenes, Multi Trim Scenes ...

Video Export

Upload to YouTube

Portable Device: iPod, iPhone, iPod Touch, Apple TV, PSP, PS3, Xbox




File: MPEG 1 /2 /4, WMV HD, Quicktime (MOV) ...
Operating System Windows 8 (32 / 64 bit), Windows 7 (32 / 64 bit), Windows Vista (32 / 64 bit)
CPU Intel Core 2 Duo 2.8GHz, AMD Athlon 64X2 Dual Core 3.0GHz
Memory 4 GB RAM
Graphics Card VGA card with support for DirectX 10.0c or above

RIR R E &
56 FH i B 3 At

WA LA IR F] ezcap283/283s miH IR AER, THME S MBI SIS, . KE
AR, A E" mBee i 2R %ﬁ?lﬂ’]@ﬁﬁﬁiho

ffF ezcap283 Fif KA, A LUK HDMI. (224> B A1 E CVBS MU H KR4S U & ol ke o gl
B, RAEMIMAIC A B =iA #) 1080P [ 3, LU Jeumebl. miE bl G . Fkblss. A
ezcap283s M5 HA ML MR

T @ lndm@‘e—@m
Q00000 @
415

4

4

e T

HDVIDEO CAPTURE

eaamﬂd.-ad

FOWIR icdam HDMI

o O 09
o O O-

REC Tace Yok

*2m1oau HOST @

REC SOURCE IR-EX IME GLIT MIC VOLUME




1. PWR — Hiit 51k 2 % %4k USB B Hii#H: M

2. HDMI IN — HDMI %y A3 [

3. CVBS — CVBS # ffuiii \ i I

4/5. RIL — J& A5 i 4 Nt

6/7/8. YIPb/Pr R — {0122 5y 41 4 W iy N\ i 1

9. HDMI OUTPUT — HDMI it 3w 1, a4 AN L B0 7 d R R s I R 1R
10. IR — ZrahEfEgell

11. REC — il /f kb, 4% FIFaEH], P4 s bS]

12. 720/1080 — £ 720P F1 1080P 2 [f] )3 il SO 43 R

13. SOURCE — fE CVBS. &z 451 HDMI 2 [a]1%& A H AL SR S

HDO VIDEO CAPTURE

REC 72001080 - -
Egﬁ Lﬂ{% ezcap283s Eg FOWIR  iGH0F DM Q ngﬂzig 55('|':'|'I)NE
11/12/13 =AM R T i o o0 o0 Jom
b7, SRR o o ol™
IR HOST
@] I:I MIC 4
IR-EX LINE OUT MIC VOLUME




14. IR-EX — B AMEEHIGE KLY feH 1

15. HOST — FIF 4% U B sl ahiidt, A7kt mI A s sl B A sopk

16. LINE OUT — Ak ki

17. MIC — ZZ 5 4N

18. MIC VOLUME — %3 7o KA\ & &

[HH LED #87R 4T BEHA -

POWER — F&EHz IS fi

REC — kifilif 2 mise, 1 1L5hlnS 2 N4k

1080P/720P — Rkl SCHF 7 #E2h 720P B 1080P, iZ& it 720P/1080P 424 >k 5 Il 4t

HDMI/YPBPR/CVBS — &7 24 FALRIE (Fi4 LED [A] fi=s4 /8 CVBS {5 S%i\), it SOURCE
F e R 2 s 4

B

REC/STOP —3giill/f5 ih ¥4, 4% T Haa %4,
P42 B 1k Sl

720P — Yl U8R N 720P, FEHIN
R 720P H i N ARk

1080P— Y4 i S50 % N 1080P, TEHFIA
S HEZ Ny 1080P 50 T A4 &k

CVBS/YPbPr/HDMI — 3E5:4m AT

SNAPSHOT — A LAE Tl A FHNE HD CAPTURE

FEmiER:

Ezcap283 A =Ff¥ A J7: HDMI, 628 CVBS. &4 AFRBIMIAIIE, G0 SR BN
T PIAATR, ] LUl “SOURCE” 48 sl 15 28 k% £ 5 AR Z AR N o

HEEZE HDMI B\ JE:



REC SOURCE IR-EX LINE OUT MIC VOLUME

HImodidd

— 000000

HDMIH‘PUT ANV INPUT HOMI

i

uT

.}

T

1, WHEIER RGN

£ m

b

2, HHAN U SRS A

3, i} HDMI 2684 (i B AT HE4S, B35 N ANEATT HDMI Z844) JZEFEAATR HDMI Far Hi 2 1 R4 &
f\] HDMI IN #2171,

4, i | HDMI £k b1 %8 1 R4 &1 HDMI OUT 22 1 3 B R HLER B 7 57 1 HDMI SN2 1.

5, “LINE OUT” & Hifn v 1 H T BALEE M, WRARAT ZN L7 &R, K8 HDMI i 48
IR
SR

6, “MIC"Z2 50 KA B 11, S ARFTHERRIN, VR AT DL VR R 22 5 KR [ IS 5 i R RO 25 e XA o
IRATE N LR E R .

EgZz = 0BMR (i DVD #EL, PS3 %)



IR 720011080 HOST

SO0 ot At o

REC SOURCE IR-EX LINEQUT MIC VOLUME

o

4IMod/iad

— O00000 —

HOM | et PUT AV INPUT HDMI INPUT

W

BT 5 HDMIERA 2 58 = fARR S, Hese e —HE.
AR = RO TG % AL 22 2 b A 22 70 B (75 AT 3K, 35 40 3 AR i 3 A
IRz ez i .

HE: BENBRANEE, EAFEETINE, BARBEIRRALGEN, £HKMKEFRLA
REA—ER, EANEER.

HE: 5RE PS3 EEMH, TEMINTRE:
settings---Video output settings, %% “Component/D-Terminal” % ki [

Select the type of connector on your TV

Component / D-Terminal

AV MULTI / SCART

Video Output Settings — i\ 1080P iE I A # 2k, 750 —efixk (bb i GT)K Lkt



O Video Output Settings

Select all resolutions that are supported by your TV.

e screen will go blank. After 30 seconds the system will go back to the previous screen
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MW EESETTING” WK, B2 BT A .

5 —47“work:01/01 00:00” g4 37 il i 7]

- 01/01 HH, 00:00 AKF[aE], WOI‘k:01 /01 0000
%~ 4T"stop:01/01 00:00” Ay{5: 1E iR 8] , Sto p . 0 1 !0 1 0 0 0 1

HER L,
REC 720/1080 < L.
O OO0 O
A Y SOURCE [0 SETTING

BEBEFEFARE:

1, BT PO — SR RREVF R T RAEF . TIOR8 D3] U 338 SD R, xR
AR, i UM SD &, fHE BRI, XN RIS INERE\ED, I &AL B 0
K R AT TR o

2, R RA A KIT I GEAR, V¥ &6 BIFBIS0 4 (SRR, o Encode_1080P_234.
0 FARSEAR AR B BE, T8 Encode_1080P_0 JFUATITE, e (P AR f v A Kol et
BRI, KBRS, UK ATEE.

3, ARERERA RTC LI BHIIRE, 7T LA < s S Bt 18], - R PRt AT DURR S R =24 3t e e 1) R



BWE. MFEEFE—A TXT X, I Nrtc_setup”. %8B NS R Lhp H AR . (b
U1 2014 47 H 31 H 11 £ 04 0 Fb)

/:2014

17

/:31

[:11

/:.00

/:00

/:0
—E BRI RX MG AN G, B ATRE, B AT, DS, &E—472 0, HEATW
RIS R, B ERAF
PO DLE| U 181 SD =, fFREREGHHE, b URBISD &, 5 LH, XFERFE % E
GFT o ARRT DU I S5 o) R SCA T8 SR UE I ) 2 75 18 5 1A o

Gt PRI IS SCA:
e U R A RSB AR B P RFT BT S50 e HOUC

K MEE R CD AIEIE, IF R AR (A S L EAR TS JR), 2OR5e)E, R Tt




@

< <« P D> E » 00:00:00.00

3, e G R “Produce”iff, RFT LA N IRAEE AT TR SR S0, 8 EAL IR YouTube
AR




4, i “Create file” RTT LUK Y45 45 FIAAT SCAPRAT A B FPAS [F] 15 40 3E A 10 SO A% X TS s 4%
PSP & H'E .,

Create File

Manufacturer:

Format:
Apple Tv
Quaity /Speed:

) St

Create File Video Output:
MP4

(V) ArcSoft H264 Codec, 640x480,
30.00fps, 2048Kbps

(A) ArcSoft AAC Codec, 128Kbps,
44100Hz

Save to:

[C: Users\test\Videos\20 140214-031350. P4 |
‘ st

Tubé

MESH

EOEE
B USB 2.0

#==: HDMI
TSTEMA o

WL B, AV AU

7 I: HDMI
oD R RCA A4 AIE, 3.5mm 50 KA

¥E: HDMI #5300 F, HDMI % &8 22 7 RS 5 4
bl ¥ HDMI (it HDMI. 224y Euk AV AL\ 315
— 7. HDMI (JEi HDMI 8B 25 R AV FUAIAE A5 75 TE S N 3K 75
e R 3.5mm otk GBI HDMI B2 A0 AV MRS A5 75 8 i A\ 3R 45)
EORNE

HDMI TIWESEENEEN., SEETARER, URE, HFUIEF




BESE

MRS, FAF

=
Bl

Composite BEN, ETFATE, NNa%

TS

fmhg=s H.264 TE(IRED
REVSIEIRSE, 720p/1080p 1HRIRHE, WURRIIEEERE, (Ezcap283s BRTEFLA
=M%, BINSEINRMERATRENLIRT)

BRRE LED JRZHET. (Ezcap283s A8 BT R EFFRAIRFRT)

LTHMZITAN 3.5 R IMEUT RIEK

=rNEEEEIEE

Dimensions

155(1K) x 92(5%) x 27(F) =K  ezcap283s: 155(1K) x 92(5%) x 30(8) =K

Weight 365 5%

8ERE

BE ezcap283/283S EiEFRER

HE FBIRIEHCEs, USB 4k, 1Ei%ES, BISIEKZ, PR, WEAB

MBS
U, BalEs

FhatRN RABE: 2T
T AIFE exFAT %X
N | Hrd:
720 x 480 (60p), 720 x 576 (50p), 1280 x 720p (50p), 1280 x 720p(60p), 1920 x 1080
(50i), 1920 x 1080 (60i), 1920 x 1080 (24p), 1920 x 1080 (25p), 1920 x 1080 (30p),
1920 x 1080 (50p), 1920 x 1080 (60p)

DU

il

720 x 480 (60p), 720 x 576 (50p), 1280 x 720p (50p), 1280 x 720p(60p), 1920 x 1080
(50i), 1920 x 1080 (60i), 1920 x 1080 (24p), 1920 x 1080 (25p), 1920 x 1080 (30p),
1920 x 1080 (25p), 1920 x 1080 (30p)




VE: SR B A R SN B ASCRAHRTH MR

FHIgX WH: H.264 MPEG4, 4 AAC Stereo

RHRE % K: 18Mbps@1080P 30fps

FHIY IR 2GB | — AN, HE SIS I E] R

FREI==E 5K 140MB / 4340, 8.4GB | /i)

HiSHc 28 USB B [ 5V/2A EREIE

R FRER {4

/XL HT#% Showbiz

MIagma W IE) AL 1 g, S EI R
YouTube Ef&

U i35 iPod, iPhone, iPod Touch, Apple TV, PSP, PS3, Xbox
{4 MPEG 1/ 2/ 4, WMV HD, Quicktime (MOV) ...

BIERSG Windows 8 (32 / 64 bit), Windows 7 (32 / 64 bit), Windows Vista (32 / 64 bit)

CPU Intel Core 2 Duo 2.8GHz, AMD Athlon 64X2 Dual Core 3.0GHz

Rz 4 GB RAM

L VGA card with support for DirectX 10.0c or above




